TEMPORARY JUMPER CONNECTION NOTES

A TEMPORARY JUMPER CONNECTION IS REQUIRED AT ALL CONNECTIONS BETWEEN EXISTING ACTIVE
WATER MAINS AND PRCPCSED NEW WATER MAIN IMPROVEMENTS.

THE DETAILS TO BE USED FOR FILLING ANY WATER MAIN OF ANY SIZE FROM EXISTING ACTIVE

WATER MAINS AND FOR FLUSHING OF NEW MAINS UP TO 8" DIAMETER (2.5 FPS MINIMUM VELOCITY)
AND FOR PULLING BACTERIOLOGICAL SAMFLES FROM ANY NEW WATER MAIN OF ANY SIZE. THE

JJMPER CONNECTION SHALL HE MAINTAINED UNTIL AFTER FILLING, FLUSHING, TESTING AND DISINFECTION
OF THE NEW MAIN HAS BEEN SUCCESSFULLY COMPLETED AND CLEARANCE FOR USE FROM THE

FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION (FDEF) AND OTHER PERTINENT AGENCIES HAS
BEEN RECEIVED. THE JUMPER CONNECTION SHALL ALSO BE USED TO MAINTAIN A MINIMUM PRESSURE
OF 20 psi IN THE NEW MAINS ALL THE TIME AFTER DISINFECTION AND UNTIL THE FDEP CLEARANCE
LETTER IS OBTAINED. ADEQUATE THRUST BLOCKING AND/OR RESTRAINTS SHALL BE PROVIDED
TEMPORARILY, AS REQUIRED. FIPE AND FITTINGS USED FOR CONNECTING THE NEW PIFE TO THE EXISTING
PIPE SHALL BE DISINFEGCTED PRIOCR TO INSTALLATICN IN ACCORDANGCE WITH AWWA €651, 1992 EDITION.
THIS TAPPING SLEEVE AND THE EXTERIOR OF THE MAIN TO BE TAPPED SHALL BE DISINFECTED BY
SPRAYING OR SWABBING PER SECTION I OF AWWA CH61-92.

FLUSHING OF 10” DIAMETER AND LARGE WATER MAINS MAY BE DONE THROUGH THE TIE=IN VALVE, IN
THE PRESENCE OF THE UTILITY DEPART. THE UTILITY DEFARTMENT WILL NOTIFIED IN WRITING 48 HOLRS
PRIOR TQ THE FLUSHING OF SAID MAINS.

THE FOLLOWING PROCEDURES SHALL BE FOLLOWED:

A. THE TIE—IN VALVES SHALL BE OPERATED AND PRESSURE TESTED IN THE PRESENCE OF THE
UTILITY COMPANY AND ENGINEER TG VERIFY WATER TIGHTNESS PRIOR TO THE TE-IN. VALVES
WHICH ARE NOT WATERTIGHT SHALL BE REFLACED OR A NEW VALVE INSTALLED IMMEDIATELY
ADJACENT TO THE LEAKING VALVE.

B. THE TEMPCGRARY JUMPER CONNECTION SHALL BE CONSTRUCTED AS DETAILED. THE JUMPER
CONNECTION SHALL BE USED TO FILL THE NEW WATER MAIN AND FOR FROVIDING WATER
FOR BACTERIOLOGICAL SAMPLING OF THE NEW MAIN AS REQUIRED BY THE FDEP PERMIT.

- FLUSHING SHALL NOT BE ATTEMPTED DURING PEAK DEMAND HOURS OF THE EXISTING
WATER MAIN.

- ALL DOWNSTREAM VALVES IN THE NEW SYSTEM MUST BE QPEN FRICR TO OPENING
THE TE-IN VALVE.

PROVIDE FOR AND MONITOR THE PRESSURE AT THE TIE—IN POQINT, THE PRESSURE
IN THE EXISTING MAIN MUST NOT DRCP BELOW 35 psl.

—  TE-=IN VALVE SHALL BE OPENED A FEW TURNS ONLY, ENSURING A PRESSURE DROP
ACROSS THE VALE IS ALWAYS GRATER THAN 10 psl.

C.  THE TE-IN VALVE SHALL BE LOCKED CLOSEDR BY THE CITY UNTIL FLUSHING BEGINS.

D. THE TIE—-IN VALVE SHALL BE OPENED ©ONLY A FEW TURNS FOR FLUSHING OF THE NEW MAIN.
THE PROCEDURE SHALL BE DIRECTED BY THE GITY AND OHBSERVED BY THE ENGINEER.

E. AFTER FLUSHING, THE TIE—IN VALVE SHALL BE CLOSED AND LOCKED IN THE CLOSED
FOSIMON BY THE CITY.

THE CONTRACTCR SHALL PROVIDE DACUMENTATICN DEMONSTRATING THAT THE DCUBLE CHECK BACKFLOW
PREVENTION DEVICE HAS BEEN TESTED WITHIN ONE YEAR AT THE TIME OF INSTALLATION AND IS IN
GOOD WORKING ORDER AT THE TIME OF INSTALLATION. THE TEST SHALL BE PERFORMED BY A

QUALIFIED BACKFLOW PREVENTION TECHNICIAN.

EXCEPT AS REQUIRED TO FLUSH LINES OF GREATER THAN B® IN DIAMETER, THE TIE—IN VALVE SHALL
REMAIN CLOSED AND SHALL BE LOCKED IN THE CLOISER POSITION BY THE CITY, THE TIE—IN

VALVE SHALL REMAIN LOCKED CLAOSED UNTIL THE NEW SYSTEM HAS BEEN CLEARED FOR USE BY FDEP
AND ALL OTHER PERTINENT AGENCIES.

UPON RECEIPT OF CLEARANCE FOR USE FRCM FDEP AND ALL OTHER PERTINENT AGENCIES, THE
CONTRACTOR SHALL REMOVE THE JUMPER CONNECTICN. THE CORPORATION STOPS ARE TO BE CLOSED
AND PLUGGED WITH 2" BRASS PLUGS.

ALL INSTALLATION AND MAINTENANCE OF THE TEMPORARY JUMPER CONNECTION AND ASSOCIATED
BACKFLAOW FREVENTION DEMCE FITTINGS, VALVE, ETC., SHALL BE THE RESFONSIBILUTY OF THE
CONTRACTUR.
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